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ROOF PLAN - PROPOSED

SCALE : 1/4"=1'-0"

0 2 4'

SCALE: 1/4" = 1'-0"

True North

ROOF PLAN LEGEND Residential

ROOF SLOPE (SEE PITCH SHOWN ON PLAN)

_ 17~ ROOF CRICKET

| % | ROOF DRAIN (RD)

_ _ ROOF OR DECK SCUPPER

OUTLINE OF WALLS BELOW

SKYLIGHT

Q CHIMNEY

o PLUMBING VENT OR MISC. "B" VENT

ROOF TOP DORMER VENT

et ROOF EAVE VENT
® @op BALCONY DECK DRAIN (DD)

©®obp  BALCONY DECK OVERFLOW DRAIN (ODD)
r——="
“ “ AREA OF NEW ROOFING - SEE ROOF NOTES
L e
AREA OF NEW ROOF CRICKET - SEE NOTES
O ROOF TOP MECHANICAL UNIT

ROOF PLAN KEYNOTES

) /@ with TOP coating. Telephone (800) 658-2473 Provide separate drain roof overflow drairf

H Asphalt Roofing System: By GAF Roofing - "Timberline High Definition Shingles"
Premium Shingles (or Architect approved equal). 4: 12 roof slope or per plan. Install pe
manufactures instruction install, provide with 5/8" thick Plywood Roof Sheathing.
Provide (2) layers roofing underlayment, Color of membrane to be - "Charcoal". Roofin
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system shall be a UL class "A" rated - ESR-1389 and have a minimum 10-year labor &

and material warranty.

1B.Composit Roofing (4lternate ): By BORAL - Inspire - Classic Slate - "Charcoal
Black" Class A roof with two layers of Boral Ply 40 UDL underlayment per CCRR-02744
& CCRR 0188

H Roofing Underlayment - 3:12 or grater slope (2) Layers of "Diamond Deck" by
CertainTeed Roofing or "Deck-Armor" by GAF (or architect approved equal) Roofing
Underlayment, Classified by UL to be a suitable underlayment for use in any UL Class A
fire rated shingle system equivalent to #40 fiberglass reinforced felt underlayment sheet.
Install per manufacturer's instructions.

H "Winter Guard HT" by Certain Teed Corp. (or architect approved equal). Install at afl
valleys, ridges or other low slope areas. Install per manufacturer's instructions. Install a
#40 fiberglass reinforced felt sheet over.

E Roofing Sheathing System: Roofing system shall be installed by a certified roofing
contractor. Roofing system shall conform to UL580-Class 90 wind uplift rated - Provide
5/8" CDX or equal, minimum roof sheathing.

Hgosgm:o Roof -4: By Carlisle - Sure-Weld Reinforced TPO Membrane

All design, ideas and arrangements as indicated
on these drawings are the legal property of
Marengo Morton Architects, Incorporated and
the specific project for which they were
prepared as indicated on the project title block.
Reproduction, publication or re-use by any
method, in whole or part, without the express
written consent of Marengo Morton Architects,
Incorporated is prohibited. There shall be no
changes, substitutions, modifications or
deviations from these drawings or
accompanying specifications without the
consent of Marengo Morton Architects,
Incorporated. Visual, physical, or electronic
contact or use of these drawings and attached
specifications shall constitute the acceptance of
all these restrictions.

Mechanically fastened and Adhered Roofing System. Provide a 1/4" per foot minimum
roof slope. Install per manufactures instruction. Provide (2) layers of roofing
underlayment, 1/4" thick Carlisle/Georgia Pacific Dens-Deck. Color to be Dark Grey.
Roofing system shall be a UL class "A" rated ESR-1463 and have a minimum 10-yeaf
labor and material warranty. Per specification Division 07050, Section F. Alfernate -
Duro-Last Roofing Membrane

5B Roof Alternate -Built-Up Roofing System: -B: : By CertainTeed Corporation,
FRB-N-B4- Flintlastic Premium, FRP Cap system with - Three Ply Hot Mopped/ torch
down Modified Bitumen Roofing System. Proved a 1/4" per foot minimum roof slope.
Install per manufactures instruction. Color to be Grey. Roofing system shall be a UL
class "A" rated and have a minimum 10-year labor and material warranty. Per
specification Division 07050, Section F. -

E New Low Slope Roofing - Slope 1/4 in 12" as shown on plan. System shall be a double

diaphragm system with 5/8" CD plywood on top layer to create roof slope (or architect

approved equal).

H Roof Edge Drip, Metal Flashing and Counter Flashing: All exterior flashing to be 14
Oz. copper, unless otherwise noted. Solder or seal all seams. Hem all exposed edges.

8. Metal Roofing System: (Not Used on This Project) "'Design Span" system by AEP
SPAN or equal, telephone (800) 272-2466. With, narrow batten, 16" panel width, roof
material - "Cool ZACtique II" or Approved Equal. All panel seams shall have a
field-applied sealant. All metal shall have a factory-applied finish. Roofing system
installed by an AEP SPAN certified roofing contractor. Roofing system shall conform t
UL580-Class 90 wind uplift rated - Provide 5/8" minimum roof sheathing. Roofing
system shall have a minimum 10-year labor and material warranty.

H Plumbing Vent: ABS plastic with 16 OZ. Copper or equal sheet metal primary,

NAVIAUX TRUST
COMPANION UNIT

5623 LA JOLLA HERMOSA,
LA JOLLA, CA 92037

secondary flashing and storm collar per notes, sealed to vent. Combine vents in attic for

one roof penetration.
Eﬂocm Cricket: To be prefabricated foam type or fabricated from 5/8" thick plywood. Sed
Detail
E—u»wmuﬁu Transitions and other Horizontal Stucco Surface Waterproofing: Membrarfe
waterproofing shall be JIFFY SEAL 140/60 by Protecto Wrap or approved equal. Extend
membrane a minimum of 6" below edge of parapet, each side. Provide a minimum end
lap of 4" over adjoining membrane sheets. Where membrane abuts vertical surfaces, the
membrane shall extend 6" up surface, and be overlapped by building wrap. ESR-1677.
ﬂ Roof Drain and Overflow: Roof drain and roof overflow drain shall be TPO-RD3NH -
inch no hub roof drain and TPO-RD2NH- 2" no hub roof overflow drain, by
Thunderbird Products with 10" ABS dome strainer (verify) with 16 oz. copper base,

REVISIONS
A Coastal Revision - 01/15/2020

B
C
D

/\

lines. Provide 3" I.D. ABS drain line and 2' I.D. overflow from roof to foundations.

(U.N.O.) - Alternate units - RDCBHZ3NH - 3 inch no hub roof drain & overflow and
RDCBHZ2NH - 2" no hub roof drain & overflow
13] Manufactured Skylights: (For This Project) Skylights shall be by Velux USA. Unit

puase CONSTRUCTION
DOCUMENT - CDP

size and model as noted on the schedule, skylight glazing shall be at minimum dual glazejl

units with a minimum rated "U" value of 0.50 and SHGC of .29, unit size and type pef
plan. All units motorize with remote with motorized internal blackout screens. I.A.M.

prOJECTNO. 2019-35

P.O. Number #199. All units shall have Bronze powder coated exterior and interiors. A}

operable units shall have matching screens. See door and window schedule and notes
14, Trellis Members:

REVIEWED BY MRM

a. Option (A) Wood - 6x12, 6x10 or 6x8 - Grade: Tight knot Douglas Fir, S4S, seasoned,

hand selected for appearance shape per elevations, with eased edges. Stain and seal with
full body stain verify stain color with architect. Fasteners shall be Stainless Steel.
Provide copper flashing collar.

DRAWNBY FG / AP/ MM

m Mechanical Vents - Shall be Stainless Steel - mill finish, set in sealant and sealed.
16. Metal Drip Edge System: Material - AEP Span "Cool ZACtique II" or 16 OZ. Copper.
All panel seams shall have a field-applied sealant. All metal shall have a factory-applied

PATE  (04-03-2020

mill finish. Roofing system installed by a certified roofing contractor. Roofing system
shall conform to UL580-Class 90 wind uplift rated - Provide 5/8" minimum roof
sheathing. Roofing system shall have a minimum 10-year labor and material warranty.

H Roof Vents: Concealed Roof Vent by "O'Hagan". Unit vent color shall be installed to
match roof color. Attic ventilation openings shall be covered with corrosion-resistant (
bronze) metal mesh with mesh openings of Y4-inch in dimension

H New Eave Vents: by AMICO Vinyl Soffit Screed- model 3" soffit screed
AMSVS300-780 for 3-inch-wide vented, continuous eave vent were shown on eave.
Where eave vents are installed, insulation shall not block the free flow of air. A minimuth

Marengo Morton Architects, Inc. is providing, by agreement
with certain parties, materials stored electronically. The parties
recognize that data, plans, specifications, reports, documents, or
other information recorded on or transmitted as electronic media
(including but not necessarily limited to "CAD documents") are

subject to undetectable alteration, either intentional or

unintentional, due to, among other causes, transmission,

conversion, media degradation, software error, or human
alteration. Accordingly, all such documents are provided to the

parties for informational purposes only and not as an end

product nor as a record document. Any reliance thereon is
deemed to be unreasonable and unenforceable. The signed and
stamped hard copies with the wet signature of the Architect of

Record are the Architect's Instruments of Service and are the

only true contract documents of record.

of 1" of space shall be provided between the insulation and the roof sheathing. Vents
Shall be painted to match adjacent surfaces.

18B Alternate Eave Vents: By Fry Reglet - Aluminum Soffit Vent - Unit number
FCP-PCS375V300 - 3" soffit screed. Vents Shall be painted to match adjacent surfaces.

19, Exhaust Vent: All exposed components shall be 16 OZ. Copper or equal with mill finisH
See Detail

H New Chimney & Chimney Shroud: Per Detail & Exterior Finish Key Notes

21. Not Used

Other Roof Notes:

A. Conduit for Photovoltaic system shall be installed to access roof and to electrical system.

B. The roofing shall be reviewed with architect and contractor prior to completion of

SHEET TITLE  pPROPOSED
ROOF PLAN

A-4.

SHEET OF

perimeter flashing.

CRoof pitch=As Noted o Ptans, shall beadequate imattareas to-avoid “ponding”




