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833.91 sf   PERVIOUS SURFACES Deck Area

1,193.28 sf  PERVIOUS SURFACES Gravel Area

5,039.82 sf  IMPERVIOUS SURFACES House Area

247.18 sf   IMPERVIOUS SURFACES Concrete Area

819.67sf   IMPERVIOUS SURFACES Concrete Area

Landscape Area Diagram

(E) 16" WATER AC 13490-12-D

(E) 8" VC SEWER MAIN NO 10299-D
259.99 sf   PERVIOUS SURFACES Pool Area
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OUTLINE OF EXISTING RESIDENCE
TO BE DEMOLISHED

EXISTING TO BE DEMOLISHED

WATER EASEMENT RECORDED MAY 19, 1969, FILE PAGE NO. 87884, SERIES 10, BOOK 1969,
O.R.

PUBLIC UTILITY EASEMENT PER
MAP NO. 1479

(E) RETAINING
WALL TO BE DEMOLISHED

(N) RETAINING WALL

PROPOSED STRUCTURE MAIN LEVEL F.F. 320'
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7595 Hillside Dr,
La Jolla, CA 9203

APN: 352-141-01-00

H Y D R A N T  W I T H I N  3 1 5  F E E T
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335
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336.5'

G
A-5.3

G
A-5.3

298
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CONTRACTOR NOTE
CONTRACTOR SHALL VERIFY SITE CONDITIONS AND
DIMENSIONS PRIOR TO COMMENCEMENT OF WORK
NOTIFY ARCHITECT OF ANY DISCREPANCIES.

NEW RETAINING WALL

NEW FRAMING WALLS

(E) FRAMING WALLS

EXISTING WALLS TO BE DEMOLISHED

LEGEND

GENERAL NOTES
PROPOSED BUILDING HEIGHT PER SAN DIEGO
MUNICIAL CODE 113.0270 (a) (6); THE OVERALL
STRUCTURE HEIGHT IS MEASURED  FROM HE
LOWEST POINT OF EXISTING GRADE OR PROPOSED
GRADE WITHIN 5 FEET OF THE  STRUCTURE'S
PERIMETER (BUILDING WALL, BALCONY, BAY
WINDOW,  OR SIMILAR ARCHITECTURAL PROJECTION)
OR AT THE PROPERTY LINE WICH EVER IS CLOSER,
TO THE HIGEST POINT  OF THE STRUCTURE,
PROJECTED HORIZONTALLY  TO DIRECTLY ABOVE
THIS LOWEST POINT OF GRADE, EXCEPT AS
SPECIFIED IN SECTION 113.0270 (a) (6) THE OVERALL
STRUCTURE HEIGHT  SHALL NOT EXCEED THE
MAXIMUM PERMITTED STRUCTURE HEIGHT OF THE
APPLICABLE ZONE PLUS  AN AMOUNT EQUAL TO
EITHER THE  MAXIMUM GRADE DIFFERENTIAL WITHIN
THE STRUCTURE'S FOOTPRINT  OR 10 FEET,
WICHEVER IS LESS. IN NO CASE MAY THE
STRUCTURE HEIGHT EXCEED THE MAXIMUM
ALLOWED  BY THE APPLICABLE ZONE AT ANY ONE
POINT MEASURED  PERSUANT TO SECTION 113.0270
(a) (3);  113.0270 (a) (7); STRUCTURE HEIGHT IS
MEASSURED SEPARATELY  FOR EACH STRUCTURE
THAT IS SEPARATED  FROM ANOTHER STRUCTURE
ON THE PREMISES  BY 6 FEET OR MORE.  103.030A (K)
MAXIMUM BUILDING HEIGHT: NO BUILDING OR
STRUCTURE  SHALL BE ERECTED,
CONSTRUCTED,ALTERED, MOVED OR ENLARGED TO
A GREATER HEIGHT  THAN THIRTY (30) FEET.

EXISTING RETAINING WALLS

EXISTING GRADE

MAIN FLOOR AREA TO EXEMPT

MAIN FLOOR AREA TO FAR

NEW NOTES
01. SEE SHEET C-1 (GRADING & DRAINAGE) FOR ALL
EXISTING AND PROPOSED UTILITIES ON THE SITE OR
IN THE ADJACENT RIGHT OF WAY.
02. PROVIDE BUILDING ADDRESS NUMBER VISIBLE
AND LEGIBLE FROM THE STREET OR ROAD FRONTING
THE PROPERTY PER FHPS POLICY P-00-6.
03. NO EXISTING BUS STOP.
04. FIRE HYDRANTS WITHIN 315 FEET.
05. DECK NOTE: IGNITION-RESISTANT MATERIALS
THAT COMPLIES WITH THE PERFORMANCE
REQUIREMENTS OF BOTH SFM STANDARD 12-7A-4
ANS SFM STANDARD 12-7A-5.
06. AN EMRA WILL BE RQUIRED FOR THE NON-
STANDAR DRIVEWAY, LANDSCAPING, CRUSHED
ROCK, AND PAVERS WITHIN THE HILLSIDE DRIVE
RIGHT-OF-WAY.
07. THIS PROJECT WILL NOT DISCHARGE ANY
INCREASE IN STORM WATER RUN-OFF ONTO THE
EXISTING HILLSIDE AREA.
08. AT THE STORM WATER DISCHARGE LOCATION,
SUITABLE ENERGY DISSIPATERS ARE TO BE
INSTALLED TO REDUCE THE DISCHARGE TO NON-
ERODIBLE VELOCITIES.
09. NO ADDITIONAL RUN-OFF IS PROPOSED FOR THE
DISCHARGE LOCATION.
10. NO OBSTRUCTION INCLUDING SOLID WALLS IN
THE VISIBILITY AREA SHALL ESCEED 3 FEET IN
HEIGHT. PLANT MATERIAL, OTHER THAN TREES,
WITHIN THE PUBLIC RIGHT-OF-WAY THAT IS LOCATED
WITH VISIBILITY AREAS SHALL NOT EXCEED 24
INCHES IN HEIGHT, MEASURED FROM THE TOP OF
THE ADJACENT CURB.
11. PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL ENTER INTO
A MAINTANCE AGREEMENT FOR ONGOING
PERMANENT BMP MAINTENANCE, SATISFACTORY TO
THE CITY ENGINEER.
12. PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL
INCORPORATE ANY CONSTRUCTION BEST
MANAGEMENT PRACTICES NECESSARY TO COMPLY
WITH CHAPTER 14, ARTICLE 2, DIVICION 1 (GRADING
REGULATION) OF THE SAN DIEGO MUNICIPAL CODE,
INTO THE CONSTRUCTION PLANS OR SPECIFICATION.
13. PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL SUBMIT A
WATER POLLUTION CONTROL PLAN. THE WPCP
SHALL BE PREPARED IN ACCORDANCE WITH THE
GUIDELINES IN PART 2 CONSTRUCTION BMP
STANDARS CHAPTER 4 OF THE CITY'S STORM WATER
STANDARS.
14. ALL NEW RUNOFF TO BE DIRECTED AWAY FROM
THE STEEP HILLSIDE AND INTO A PUBLIC STORM
DRAIN OR ONTO A STREET DEVELOPED WITH A
GUTTER SYSTEM, SECTION 143.0142(f).
15. NO OBSTRUCTION INCLUDING SOLID WALLS IN
THE VISIBILITY AREA SHALL EXCEED 3 FEET IN
HEIGHT. PLANT MATERIAL, OTHER THAN TREES,
WITHIN THE PUBLIC RIGHT-OF-WAY THAT IS LOCATED
WITHIN VISIBILITY AREAS SHALL NOT EXCEED 24
INCHES IN HEIGHT, MEASURED FROM THE TOP OF
THE ADJACENT CURB.

N

1 SITE PLAN 1/8"   =    1'-0"

2 STORIES (N)

BUILDING YEAR: 1953
BASE ZONE : xxx
COMMUNITY PLAN : LA JOLLA
PLANED DISTRICT : LA JOLLA PLANED DISTRICT
MAX BUILDING HEIGHT: 30'-0" PER PROP-D
OVERALL BUILDING HEIGHT: 30'-0" PER SECTIONS
DENSITY: 1 RESIDENTIAL UNIT
FAR :
.20%

LANDSCAPING AREA : (E) 24,287.04 SF (N) 1,855.34 SF

7,091.74 / 34,735.72 
   
   

GEOLOGIC HAZARD CATEGORIES: 27
SPRINKLED: YES

BUILDING AREA :

BASEMENT FLOOR
MAIN FLOOR
GARAGE

3,675.38 s.f.
3,587.78 sf.
837.92 s.f.

Exemp 3,537.92
Exempt 1,186.00
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001. EXTERIOR STUCCO - MICRO SAND FINISH, COLOR: DARK GRAY TBD
002. STANDING SEAM ROOF
003. TREATED WOOD
004. FLAT STONE CLADDING
005. EXTERIOR STUCCO - MICRO SAND FINISH, COLOR: WHITE TBD
006. GLASS RAILING
007. CONCRETE CLADDING TEXTURE TBD
008. GARAGE DOOR WITH TREATED WOOD COLOR TBD
009. WITHE GRANITE

1. REFERENCE POINTS: VERTICAL DIMENSIONS ARE TO TOP OF JOINTS AND REVEALS, U.O.N.
2. METAL FINISHES: ALL EXTERIOR STEEL AND MISCELLANEOUS METALS SHALL BE HOT DIP
GALVANIZED AND PAINTED, U.O.N.
3. INSULATION: PROVIDE THE FOLLOWING R-VALUES AT EXTERIOR WALLS AND ROOF
CONSTRUCTION SURROUNDING CONDITIONED SPACES IN THE BUILDING ENVELOPE U.O.N.,
ROOFS: R-30, WALLS: R-19, FLOOR OVERHANGS: R-19.
4. WEATHER-TIGHTNESS: ALL EXTERIOR JOINTS AND OPENINGS IN THE BUILDING ENVELOPE
THAT ARE OBSERVABLE SOURCES OF AIR LEAKAGE SHALL BE CAULKED, GASKETED,
WEATHER-STRIPPED, OR OTHERWISE SEALED.
5. PREMISES IDENTIFICATION: ADDRESS NUMERALS SHALL BE PLACED IN SUCH A POSITION AS
TO BE PLAINLY VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE PROPERTY.
NUMBERS SHALL CONTRAST WITH THEIR BACKGROUND. 12" HIGH NUMERALS WITH 11/2" WIDE
STROKE WIDTH U.N.O.
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THAT ARE OBSERVABLE SOURCES OF AIR LEAKAGE SHALL BE CAULKED, GASKETED,
WEATHER-STRIPPED, OR OTHERWISE SEALED.
5. PREMISES IDENTIFICATION: ADDRESS NUMERALS SHALL BE PLACED IN SUCH A POSITION AS
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NUMBERS SHALL CONTRAST WITH THEIR BACKGROUND. 12" HIGH NUMERALS WITH 11/2" WIDE
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