
GSPublisherVersion 0.0.100.100

C
A
S

 -
  

R
E
S

ID
E
N

C
E

75
95

 H
ILL

SI
DE

 D
R.

 LA
 JO

LL
A,

 C
A.

 92
03

7

P
R

O
J
E
C

T
 N

A
M

E
:

A
D

D
R

E
S

S
:

NORTH

job no.

SHEET TITLE:

draw.

scale.

city submittal.

date.

T.01

TITLE PAGE

indicate in draw

SAN DIEGO

6.30.2020

E.M.

2nd review - 5.19.2020
3rd review - 5.28.2020

3,675.38 s.f.
3,587.78 s.f.
837.92 s.f.

8,101.08 s.f.

(N)

TOTAL

FL-01
WL-01

BS-01
CG-01

ARCHITECTURAL:

LANDSCAPE:

SHEET NUMBER

NORTH ARROW

ELEVATION REFERENCE

BUILDING SECTION REFERENCE

WALL SECTION REFERENCE

DETAIL SECTION REFERENCE

DETAIL CALLOUT REFERENCE

LEVEL HEADS
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WINDOW TAGDOOR TAG FIXTURE TAG MATERIAL TAG

ELECTRICAL MECHANICAL PLUMBING

DATUM/WORK POINT

STEP SYMBOL
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NEW SPOT ELEVATION (E) SPOT ELEVATION

WALL TAG
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PSF POUNDS PER SQUARE FOOT
PSI POUNDS PER SQUARE INCH
PT POINT
PTDF PRESSURE TREATED

DOUGLAS FIR
Q QUARTZ
QT QUARRY TILE
QTY QUANTITY
R RISER
RAD RADIUS
RCP REFLECTED CEILING PLAN

FIN FINISH(ED)
FIXT FIXTURE
FL FLOOR
FLASH FLASH(ING)
FLUOR FLUORESCENT
FOC FACE OF CONCRETE
FOF FACE OF FINISH
FOM FACE OF MASONRY
FOP FACE OF PLYWOOD
FOS FACE OF STUDS
FOW FACE OF WALL
FP FIREPROOF; FIREPLACE
FT FOOT OR FEET
FTG FOOTING
FURR FURRING
GA GAUGE
GALV GALVANIZE(D)
GC GENERAL CONTRACTOR
GL GLASS / GLAZING
GR GRADE
GYP GYPSUM
GYP BDGYPSUM BOARD
HB HOSE BIB
HDR HEADER
HDWR HARDWARE
HOR /
HORIZ

HORIZONTAL

HP HIGH POINT; HORSEPOWER
HR HANDRAIL; HOUR
HT HEIGHT
HTR HEATER
HVAC HEATING / VENTILATION / AIR

CONDITIONING
HW (R) HOT WATER (RETURN)
ID INSIDE DIAMETER
IN INCH / INCHES
INCL INCLUDE(D) / INCLUDING
INSUL INSULATE / INSULATION

INT INTERIOR
JT JOINT
LAM LAMINATE(D)
LAV LAVATORY
LB LAG BOLT
LB(S) POUND(S)
LF LINEAR FOOT (FEET)
LH LEFT HAND
LIB LIBRARY
LP LOW POINT
LT LIGHT
LVR LOUVER
MACH MACHINE
MAINT MAINTENANCE
MAS MASONRY
MATL MATERIAL
MAX MAXIMUM
MB MACHINE BOLT
MECH MECHANICAL
MEMB MEMBRANE
MEZZ MEZZANINE
MFR MANUFACTURE(R)
MIN MINIMUM
MISC MISCELLANEOUS
MR MOISTURE RESISTANT
MTL METAL
(N) NEW

N NORTH
NA OR
N/A

NOT AVAILABLE /
APPLICABLE

NIC NOT IN CONTRACT
NO / # NUMBER
NOM NOMINAL
NTS NOT TO SCALE
OC ON CENTER
OD OUTSIDE DIAMETER
OFCI OWNER FURNISHED

CONTRACTOR INSTALLED
OPG /
OPNG

OPENING

OZ OUNCE
P PAINT (NUMBER - SEE

SPECS)
PED PEDESTAL
PER PERIMETER
PERF PERFORATED
PERP PERPENDICULAR
PL PROPERTY LINE
PLAS PLASTER
PLYWD PLYWOOD
POC POINT OF CONNECTION
PR PAIR
PRCST PRE-CAST
PREFABPREFABRICATED
PROP PROPERTY

& AND
@ AT

PENNY
ANGLE

┴ PERPENDICULAR
A/C AIR CONDITIONER /

CONDITIONING
AB ANCHOR BOLT
ABV ABOVE
AC ASPHALTIC CONCRETE
AD AREA DRAIN
ADA AMERICANS WITH

DISABILITIES ACT
ADJ ADJUSTABLE / ADJACENT
AFF ABOVE FINISHED FLOOR
AFG ABOVE FINISHED GRADE
AFS ABOVE FINISHED SLAB
AL /
ALUM

ALUMINUM

ALT ALTERNATE
ANOD ANODIZED
AP ACCESS PANEL
APPRO
X

APPROXIMATELY

ARCH ARCHITECT(URAL)
ASPH ASPHALT
ASTM AMERICAN SOCIETY FOR

TESTING MATERIALS
AUTO AUTOMATIC
AVG AVERAGE
BD BOARD
BET BETWEEN
BITUM BITUMINOUS
BLDG BUILDING
BLK BLOCK
BLKG BLOCKING
BN BOUNDARY NAILING
BOT BOTTOM
CAB CABINET
CB CATCH BASIN
CF CUBIC FOOT
CI CAST IRON;CONTRACTOR

INSTALLED
CIP CAST IN PLACE
CJ CONTROL JOINT; CEILING

JOIST
CL CENTER LINE
CLG CEILING
CLOS CLOSET
CLR CLEAR
CMU CONCRETE MASONRY UNIT
CO CLEAN/CLEAR OUT
COL COLUMN
CONC CONCRETE
CONST CONSTRUCTION
CONT CONTINUOUS
CORR CORRIDOR
CSK COUNTERSINK
DBL DOUBLE
DEMO DEMOLISH; DEMOLITION
DF DOUGLAS FIR
DIA DIAMETER
DIAG DIAGONAL
DIM DIMENSION
DIV DIVISION
DN DOWN

DS DOWNSPOUT
DWG DRAWING
(E) EXISTING
E EAST
EA EACH
EJ EXPANSION JOINT
EL ELEVATION
ELEC ELECTRICAL
ELEV ELEVATOR
EMER EMERGENCY
EN EDGE NAIL
ENG ENGINEER
EQ EQUAL(LY)
EQPT EQUIPMENT
EQUIP EQUIPMENT
EST ESTIMATE
EXIST EXISTING
EXP EXPANSION
EXT EXTERIOR
FAST FASTEN(ER)
FAU FORCED AIR UNIT
FBO FURNISHED BY OWNER
FCO FLOOR CLEAN OUT
FD FLOOR DRAIN
FF FINISHED FLOOR
FG FINISHED GRADE
FH FLAT HEAD

NOTES CON'T SYMBOL LEGEND CODE COMPLIANCE SHEET INDEX

VICINITY MAP AREA MAP

DIRECTORY

DEFERRED ITEMS

HILLSIDE DR CASS RESIDENCE
LA JOLLA CA.

SCOPE OF WORK

NOTES

PROJECT INFORMATION

ABREVIATIONS

N

SITE

SITE

CALIFORNIA BUILDING CODE NOTE
THESE PLANS AND ALL WORK SHALL COMPLY WITH THE 2016 CALIFORNIA RESIDENTIAL CODE
2016 (CRC) & ASSOCIATED AMENDMENTS IN SAN DIEGO MUNICIPAL CODE (SDMC) & 2016
CALIFORNIA BUILDING CODE WICH IS BASED ON THE 2016 IBC FOT THE NON CONVENTIONAL
FRAMING STRUCTURAL PROVITIONS, INCLUDING THE 2016 CAL GREEN AND THE 2016
CALIFORNIA ENERGY CODE.

APPLICABLE CODES

ALL WORK SHALL COMPLY WITH THE LATEST EDITION OF THE FOLLOWING CODES AND
STANDARS, AS ADOPTED BY THE GOVERNING AUTHORITIES:

2016 CALIFORNIA ADMINISTRATIVE CODE
2016 CALIFORNIA BUILDING CODE
2016 CALIFORNIA RESIDENTIAL CODE
2016 CALIFORNIA ELECTRIC CODE
2016 CALIFORNIA MECHANICAL CODE
2016 CALIFORNIA PLUMBING CODE
2016 CALIFORNIA ENERGY CODE (EFFECTIVE 7/1/14)
2016 CALIFORNIA HISTORIC BUILDING CODE
2016 CALIFORNIA FIRE CODE
2016 CALIFORNIA EXISTING BUILDING CODE
2016 CALIFORNIA GREEN BUILDING CODE
2016 CALIFORNIA REFERENCED STANDARDS CODE

LEGAL DESCRIPTION
PARCEL 1 OF PARCEL MAP NO. 3359, IN THE CITY OF SAN DIEGO, COUNTY OF SAN DIEGO,
STATE OF CALIFORNIA, ACCORDING TO MAP THEREOF, FILED IN THE OFFICE OF THE
COUNTY RECORDER OF SAN DIEGO COUNTY, DECEMBER 30, 1974.

APN #352-141-0100

OWNER
MMK Management Group, LLC
7455 Hillside Dr.
La Jolla , CA 92037

Cristopher C. O'Hern
TerraPacific Consultants Inc.
4010 Morena Blvd. Ste. 108 San Diego, CA  92117
(PH) 858-521-1190

Sean Clarke, LLA
S.R. Clarke Landscape Architecture & Development
110 Copperwood Way #P, Oceanside, CA  92058 LLA#5299
P: (760) 716-3100

GEOLOGIST :

LANDSCAPE ARCH

PROJECT DESIGNER
Jess Gonzales (619) 292-5520
CDGI
P.O. BOX 84180 SAN DIEGO CA. 92138
jessgonzales4299@gmail.com

CIVIL ENGINEER :
Sol Engineering
(PH) 619 270.8539.
2127 Olympic Parkway, Suit 1006-320

NEW SINGLE FAMILY RESIDENCE TO BE BUILT  ON A LOT SITUATED AT 7595 HILLSIDE
DRIVE, SAN DIEGO, CA 92037-3943,  HOUSE WILL BE A 5 BEDROOM HOME, PLUS
BASEMENT, 3 CAR GARAGE AND POOL.

ADDRESS : 7595 HILLSIDE DR.
LA JOLLA, CA 92037

LOT SIZE : 0.81 acres 35,415 s.f.
(E) USE : SINGLE FAMILIY RESIDENCE

V, NON RATED, SPRINKLED
R3
2 STORIES (N)

BUILDING YEAR: 1953
BASE ZONE : xxx
COMMUNITY PLAN : LA JOLLA
PLANED DISTRICT : LA JOLLA PLANED DISTRICT
MAX BUILDING HEIGHT: 30'-0" PER PROP-D
OVERALL BUILDING HEIGHT: 30'-0" PER SECTIONS
DENSITY: 1 RESIDENTIAL UNIT
FAR :
.20%

LANDSCAPING AREA : (E) 24,287.04 SF (N) 1,855.34 SF

STORM QUALITY NOTES
THIS PROJET SHALL COMPLY WITH ALL CURRENT REQUIREMENTS OF THE STATE PERMIT: CALIFORNIA REGIONAL
WATER QUALITY CONTROL BOARD (SDRWQCB), SAN DIEGO MUNICIPAL STORM WATER PERMIT, THE CITY OF SAN
DIEGO DEVELOPMENT CODE, AND THE STORM WATER STANDARS MANUAL.

  1) THE CONTRACTOR SHALL BE RESPONSIBLE FOR CLEANUP OF ALL SILT & MUD ON ADJACENT STREET(S), DUE
TO CONSTRUCTION VEHICLES OR ANY OTHER CONSTRUCTION ACTIVITY, AT THE END OF EACH WORK DAY/, OR
AFTER A STORM EVENT THAT CAUSES A BREECH IN INSTALLED CONSTRUCTION BMP'S WHICH MAY COMPROMISE
STORM WATER QUALITY WITHIN ANY STREETS (S). A STABILIZED CONSTRUCTION EXIT MAY BE REQUIRED TO
PREVENT CONSTRUCTION VEHICLES OR EQUIPMENT FROM TRACKING MUD OR SILT ONTO THE STREET.
    2) ALL STOCKPILES OF SOIL &/OR BUILDING MATERIALS THAT ARE INTENDED TO BE LEFT FOR A PERIOD
GREATER THAN 7 CALENDAR DAYS ARE TO BE COVERED. ALL REMOVABLE BMP DEVICES SHALL BE IN PLACE AT
THE END OF EACH WORKING DAY W 5 DAY RAIN PROBABILITY FORECAST EXCEEDS 40%.
    3) A CONCRETE WASHOUT SHALL BE PROVIDED ON ALL PROJECTS WHICH PROPOSE THE CONSTRUCTION OF
ANY CONCRETE IMPROVEMENTS WHICH ARE TO BE POURED IN PLACE ON SITE.
    4) THE CONTRACTOR. SHALL RESTORE ALL EROSION/SEDIMENT CONTROL DEVICES TO WORK ORDER AFTER
EACH RUN-OFF PRODUCING RAINFALL OR AFTER ANY MATERIAL BREACH IN EFFECTIVENESS.
    5) ALL SLOPES THAT ARE CREATED OR DISTURBED BY CONSTRUCTION ACTIVITY MUST BE PROTECTED
AGAINST EROSION AND SEDIMENT TRANSPORT AT ALL TIMES.
    6) THE STORAGE OF ALL CONSTRUCTION MATERIALS AND EQUIPMENT MUST BE PROTECTED AGAINST ANY
POTENTIAL RELEASE OF POLLUTANTS INTO THE ENVIRONMENT.
    7) POST CONSTRUCTION BMP NOTE: ALL REPLACED AND NEW IMPERVIOUS SURFACES TO DRAIN TO NEARBY
LANDSCAPED AREAS FOR FILTRATION PURPOSES.

7,091.74 / 34,735.72 
   
   

GENERAL NOTES
01. SEE SHEET C-1 (GRADING & DRAINAGE) FOR ALL EXISTING AND PROPOSED UTILITIES ON THE SITE OR IN THE
ADJACENT RIGHT OF WAY.
02. PROVIDE BUILDING ADDRESS NUMBER VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE
PROPERTY PER FHPS POLICY P-00-6.
03. NO EXISTING BUS STOP.
04. NO FIRE HYDRANTS WITHIN 600 FEET.
05. DECK NOTE: IGNITION-RESISTANT MATERIALS THAT COMPLIES WITH THE PERFORMANCE REQUIREMENTS OF
BOTH SFM STANDARD 12-7A-4 ANS SFM STANDARD 12-7A-5.

MECHANICAL NOTES
01. WINDOW OPERATION IS NOT A PERMISSIBLE METHOD OF PROVIDING BATHROOM EXHAUST FOR HUMIDITY
CONTROL
02. WINDOW OPERATION IS NOT A PERMISSIBLE METHOD OF PROVIDING LAUNDRY EXHAUST FOR HUMIDITY
CONTROL

ENERGY EFFICIENCY NOTES
01. AN ELECTRONICALLY SIGNED AND REGISTERED INSTALLATION CERTIFICATE (S) (CF2R) POSTED BY THE
INSTALLING CONTRACTOR SHALL BE SUBMITTED TO THE FIELD INSPECTOR DURING CONSTRUCTION AT THE
BUILDING SITE. A REGISTERED CF2R WILL HAVE A UNIQUE 21-DIGIT REGISTRATION NUMBER FOLLOWED BY FOUR
ZEROS LOCATED AT THE BOTTOM OF EACH PAGE. THE FIRST 12 DIGITS OF THE NUMBER WILL MATCH THE
REGISTRATION NUMBER OF THE ASSOCIATED CF1R CERTIFICATE OF OCCUPANCY WILL NOT BE ISSUED UNTIL
FORM CF2R IS REVIEWED AND APPROVED.

02. AN ELECTRONICALLY SIGNED AND REGISTERED CERTIFICATE (S) OF FIELD VERIFICATION AND DIAGNOSTIC
TESTING (CF3R) SHALL BE POSTED AT THE BUILDING SITE BY CERTIFIED HERS RATE. A REGISTERED CF3R WILL
HAVE A UNIQUE 25-DIGIT REGISTRATION LOCATED AT THE BOTTOM OF EACH PAGE. THE FIRST 20 DIGITS OF THE
NUMBER WILL MATCH THE REGISTRATION NUMBER OF THE ASSOCIATED CF2R CERTIFICATE OCCUPANCY WILL
NOT BE ISSUED UNTIL CF3R IS REVIEWED AND APPROVED.

GREEN CODE NOTE
01. ALL PLUMBING FIXTURES AND FITTINGS WILL BE WATER CONSERVING AND WILL COMPLY WITH THE 2013
CGBSC
02. PROVIDE LAVATORY FAUCETS WITH A MAXIMUM FLOW OF 1.5 GALLONS PER MINUTE (GPM)
03. PROVIDE KITCHEN FAUCETS WITH A MAXIMUM FLOW OF 1.8 GALLONS PER MINUTES (GPM)
04. PROVIDE SHOWER HEADS WITH A MAXIMUM FLOW OF 2.0 GALLONS PER MINUTE (GPM)
05. PROVIDE WATER CLOSET WITH A MAXIMUM FLOW 1.28 GALLONS PER MINUTE (GPM)
06. PER 2013 CGBSC SEC 4.303.1.3.2, WHEN A SHOWER IS SERVED BY MORE THAN ONE SHOWERHEAD, THE
COMBINED FLOW RATE OF ALL SHOWERHEAD AND/OR OTHER SHOWER OUTLETS CONTROLLED BY A SINGLE
VALVE SHALL NOT EXCEED 2.0 GALLONS PER MINUTE AT 80 PSI, OR THE SHOWER SHALL BE DESIGNED TO ONLY
ALLOW ONE SHOWER OUTLET TO BE IN OPERATION AT A TIME
07. PERMANENT VACUUM BREAKERS SHALL BE INCLUDED WITH ALL NEW HOSE BIBS
08. PER 2013 CGBSC SEC 4.303.0, PLUMBING FIXTURES (WATER CLOSETS AND URINALS) AND FITTINGS (FAUCETS
AND SHOWERHEADS) SHALL BE INSTALLED IN ACCORDANCE WITH THE CALIFORNIA PLUMBING CODE (CPC) AND
TABLE 1401.1 OF THE CPC
09. PER 2013 CGBSC SEC 4.506.1 MECHANICAL EXHAUST FANS WHICH EXHAUST DIRECTLY FROM BATHROOMS
SHALL COMPLY WITH THE FOLLOWING:
 A. FANS SHALL ENERGY STAR COMPLIANT AND BE DUCTED TO   TERMINATE OUTSIDE THE BUILDING
 B. UNLESS FUNCTIONING AS A COMPONENT OF A WHOLE HOUSE VENTILATION SYSTEM, FANS MUST BE
CONTROLLED BY A HUMIDISTAT WHICH SHALL BE READILY ACCESSIBLE. HUMIDISTAT CONTROLS SHALL BE
CAPABLE OF ADJUSTMENT BETWEEN A RELATIVE HUMIDITY RANGES OF 50 TO 80 PERCENT.
10. AFTER THE BUILDING PERMIT HAS BEEN ISSUED, THE OWNER SHALL BE RESPONSIBLE FOR ANY COSTS
INCURRED AS A RESULT OF CHANGES TO THE DESIGN OF THE FIRE SPRINKLER SYSTEM WHICH PRODUCE GPM
AND A LARGE METER SIZE REQUIREMENT:

OWNER SIGNATURE:  ______________________________

12. THE MATERIAL AND METHODS OF CONTRUCTION USED FOR THE STRUCTURE, INCLUDING ATTACHED
ACCESSORY BUILDINGS (E.G.; GARAGES) AND STRUCTURES (E.G.; PATIO COVERS) SHALL BE IN ACCORDANCE
WITH CRC SECTION R327, AS ADOPTED AND AMENDED BY THE CITY OF SAN DIEGO [SDMC 149.0327(A); 55.5001].
13. 1 1/2" METER HANDLES 41 TO 80 GPM
14. WATER METER FOR COMBINED DOMESTIC WATER AND FIRE SPRINKLER SYSTEM SHALL NOT BE INSTALLED
UNTIL THE FIRE SPRINKLER SYSTEM HAS BEEN SUBMITTED AND APPROVED BY THE BUILDING OFFICIAL.
15. RESPONSIBLE PARTY WATER & SEWER PAYMENT xxx

PROPOSITION D NOTES
01. THE HIGHEST POINT OF THE ROOF, EQUIPMENT, OR ANY VENT, PIPE, ANTENNA OR OTHER PROJECTIONS
SHALL NOT EXCEED 30 FEET ABOVE GRADE.

02. A PRE-CONSTRUCTION INSPECTION IS REQUIRED DUE TO THE HEIGHT OF THE PROPOSED STRUCTURE BEING
WITHIN ONE FOOT OF THE MAXIMUM HEIGHT ALLOWED IN THE COASTAL HEIGHT LIMIT OVERLAY ZONE
(PROPOSITION D). THE PRECONSTRUCTION INSPECTION MUST BE SCHEDULE AND CLEARED BY THE FIELD
INSPECTOR BEFORE ANY SUBSEQUENT INSPECTIONS CAN BE SCHEDULED. CALL (885) 581-7111 TO SCHEDULE
THE PRE-CONSTRUCTION INSPECTION. CONTACT THE INSPECTION SERVICES OFFICE AT (858) 492-5070, IF YOU
HAVE ANY QUESTIONS PERTAINING TO THE PRE-CONSTRUCTION INSPECTION

GREEN BUILDING
01. AUTOMATIC IRRIGATION SYSTEMS CONTROLLERS INSTALLED AT THE TIME OF FINAL INSPECTION SHALL BE
WEATHER-BASED (SECTION 4.304.1
02. JOINTS AND OPENINGS, ANNULAR SPACES AROUND PIPES, ELECTRICAL CABLES, CONDUITS, OR OTHER
OPENINGS IN PLATES AT EXTERIOR WALLS SHALL BE PROTECTED AGAINST THE PASSAGE OF RODENTS BY
CLOSING SUCH OPENINGS WITH CEMENT MORTAR, CONCRETE MASONRY OR SIMILAR METHOD ACCEPTABLE TO
THE ENFORCING AGENCY
03. BEFORE FINAL INSPECTION, A COMPLETE OPERATION AND MAINTENANCE MANUAL SHALL BE PROVIDED TO
THE BUILDING OCCUPANT OR OWNER. CONTRACTOR OR OWNER SHALL SUBMIT AN AFFIDAVIT THAT CONFIRMS
THE DELIVERY OF SUCH. SECTION 4.410.1
04. A COPY OF COMPLETE OPERATION AND MAINTENANCE MANUAL AS OUTLINED IN THE NOTES ABOVE WILL BE
DELIVERED TO THE BUILDING OWNER PRIOR TO FINAL INSPECTION.
05. AN OWNER MANUAL CERTIFICATION SHOULD BE COMPLETED AND SIGNED BY EITHER A LICENSED GENERAL
CONTRACTOR OR A HOME OWNER CERTIFYING THAT A COPY OF THE MANUAL HAS BEEN DELIVERED/RECEIVES
TO THE BUILDING OWNER.
06. DUCT OPENINGS AND OTHER RELATE AIR DISTRIBUTION COMPONENT OPENINGS SHALL BE COVERED
DURING CONSTRUCTION (SECTION 4.504.1)
07. ADHESIVES, SEALANTS AND CAULKS SHALL BE COMPLIANT WITH VOC AND OTHER TOXIC COMPOUND LIMIT
(SECTION 4.504.2.1)
08. PAINTS, STAINS AND OTHER COATINGS SHALL BE COMPLIANT WITH PRODUCT WEIGHTED MIR LIMITS OR VOC
AND OTHER TOXIC COMPOUNDS AS SPECIFIED IN SECTION 4.504.2.3
09. AEROSOL PAINTS AND COATING SHALL BE COMPLAINT WITH PRODUCT WEIGHTED MIR LIMITS FOR VOC AND
OTHER TOXIC COMPOUNDS AS SPECIFIED IN SECTION 4.504.3.2 OF THE CALIFORNIA GREEN BUILDING CODE

GREEN BUILDING NOTES CON'T
09. AEROSOL PAINTS AND COATING SHALL BE COMPLAINT WITH PRODUCT WEIGHTED MIR LIMITS FOR VOC AND
OTHER TOXIC COMPOUNDS AS SPECIFIED IN SECTION 4.504.3.2 OF THE CALIFORNIA GREEN BUILDING CODE.
10. A CERTIFICATION COMPLETED AND SIGNED BY EITHER THE GENERAL CONTRACTOR OR SUBCONTRACTOR,
OR THE BUILDING OWNER CERTIFYING THAT THE PAINT, STAIN, AND ADHESIVES, COMPLIES WITH THE
REQUIREMENTS OF THE CALIFORNIA GREEN BUILDING CODE
11. CARPET AND CARPET SYSTEM SHALL BE COMPLIANT WITH VOC LIMITS (SECTIONS4.504.3) A LETTER FROM
THE CONTRACTOR SUB-CONTRACTOR AND OR THE BUILDING OWNER CERTIFYING WHAT MATERIAL USED
COMPLIES WITH THE CALIFORNIA GREEN BUILDING CODE
12. EIGHTY PERCENT OF THE FLOOR AREA RECEIVING RESILIENT FLOORING SHALL COMPLY WITH ONE OR MORE
OF THE FOLLOWING

A. VOC-EMISSION LIMITS DEFINED IN THE COLLABORATIVE FOR HIGH PERFORMANCE SCHOOL (CHPC)
HIGH PERFORMANCE PRODUCT DATABASE
B. PRODUCTS COMPLIANT WITH CHPS CRITERIAL CERTIFIED UNDER THE GREEN GUARD CHILDREN &
SCHOOL PROGRAM

13. HARDWOOD PLYWOOD, PARTICLEBOARD, MEDIUM DENSITY FIBERBOARD (MDF), COMPOSITE WOOD
PRODUCT USED IN THE INTERIOR OR EXTERIOR OF THE BUILDING SHALL MEET THE REQUIREMENTS FOR
FORMALDEHYDE AS SPECIFIED IN ARB’S AIR TOXIC CONTROL MEASURE FOR COMPOSITE WOOD AS SPECIFIED IN
SECTION 4.50.5 AND TABLE 4.504.5 OF CALGREEN
14. A CERTIFICATION COMPLETED AND SIGNED BY THE GENERAL CONTRACTOR, SUN CONTRACTOR OR BUILDING
OWNER CERTIFYING THAT THE RESILIENT FLOORING, COMPOSITE WOOD PRODUCT, PLYWOOD, PARTICLE
BOARD ETC. COMPLY WITH THE VOC LIMITS AND FORMALDEHYDE LIMITS SPECIFIED IN THE NOTES ABOVE AND
THE CALIFORNIA GREEN BUILDING CODE
15. BUILDING MATERIALS WITH VISIBLE SIGNS OF WATER DAMAGE SHALL NOT BE INSTALLED, WALLS AND
FLOORS FRAMING SHALL NOT BE ENCLOSED WHEN FRAMING MEMBERS EXCEED 19% MOISTURE CONTENT
16. THE MOISTURE CONTENT OR BUILDING MATERIAL USED IN WALL AND FLOOR FRAMING IS CHECKED BEFORE
ENCLOSURE. MOISTURES CONTENT SHALL BE VERIFIED BY EITHER PROBE TYPE OR CONTRACT TYPE MOISTURE
METER .

GEOLOGIC HAZARD CATEGORIES: 27

STRUCTURAL ENGINEER :
Envision Engineering, Inc.
565 Pearl st. ste. 209
La Jolla, CA. 92037
ph. (858) 246 7745

A-01 SITE PLAN
A-02 GROUND LEVEL
A-03 MAIN LEVEL
A-04
A-05

ROOF LEVEL

A-06 ELEVATION N - S
ELEVATION E - W

SECTIONS 01 (A - B)

T-01 TITLE PAGE

A-06.1

SECTIONS 02 (C - D)
SECTIONS 03 (E)

C-1 DRAINAGE BMP PLAN
CIVIL:

D-01 DEMOLITION PLAN

C-2

A-05.1
A-05.2

SPRINKLED: YES

L-1 PLANTING SPECIFICATIONS TP
L-2 IRRIGATION SPECIFICATIONS
L-3 PLANTING SPECIFICATIONS
L-4 PLANTING PLAN
L-5 IRRIGATION DETAIL
L-6 PLANTING PLAN
L-7 PLANTING DETAILS
L-8 BRUSH MANAGEMENT PLAN

DRAINAGE BMP PLAN

SECTIONS 04 (E)A-05.3
SECTIONS 05 (E)A-05.4

(N) USE :
CONSTRUCTION TYPE :
OCCUPANCY CLASSIFICATION :
BUILDING AREA :

BASEMENT FLOOR
MAIN FLOOR
GARAGE

EXEMPT 3,537.92 s.f.

GENERAL:

EXEMPT 1,186.00 s.f.
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PUBLIC UTILITY EASEMENT
PER MAP NO. 1479

EXISTING RESIDENCE

APN: 352-061-06-00
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LOT B
MAP No 2078
APN: 352-141-02-00
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  7
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R=175.00 L=77.57
25'23'50"

HILLSIDE DR

N
55'07'27"E 95.39'

N
55'07'27"W

 87.33'

151.23 sf   PERVIOUS SURFACES Gravel Area

1,762.63 sf  PERVIOUS SURFACES Gravel Area

298.79 sf   IMPERVIOUS SURFACES Concret Area

768.60 sf   IMPERVIOUS SURFACES Concrete Area
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Landscape Area Diagram

ARCHITECT / DESIGNER II

OUTLINE OF EXISTING RESIDENCE
TO BE DEMOLISHED

APPROXIMATE LIMITS OF ARTIFICIAL FILL PER SOILS ENGINEER
GEOTECHNICAL INVESTIGATION REPORT PREPARED BY TERRA PACIFIC

CONSULTANT INC. DATED JANUARY 8 2016

EXISTING TO BE DEMOLISHED

WATER EASEMENT RECORDED MAY 19, 1969, FILE PAGE NO. 87884,
SERIES 10, BOOK 1969, O.R.

(E) RETAINING
WALL TO BE DEMOLISHED

(N) RETAINING WALL

(N) RETAINING WALL

EXISTING RESIDENCE TO BE
DEMOLISHED

N32'02'19"W  30.08'

HYDRANT WITHIN 315 FEET

CONTRACTOR NOTE
CONTRACTOR SHALL VERIFY SITE CONDITIONS AND
DIMENSIONS PRIOR TO COMMENCEMENT OF WORK
NOTIFY ARCHITECT OF ANY DISCREPANCIES.

NEW RETAINING WALL

NEW FRAMING WALLS

(E) FRAMING WALLS

EXISTING WALLS TO BE DEMOLISHED

LEGEND

GENERAL NOTES
PROPOSED BUILDING HEIGHT PER SAN DIEGO
MUNICIAL CODE 113.0270 (a) (6); THE OVERALL
STRUCTURE HEIGHT IS MEASURED  FROM HE
LOWEST POINT OF EXISTING GRADE OR PROPOSED
GRADE WITHIN 5 FEET OF THE  STRUCTURE'S
PERIMETER (BUILDING WALL, BALCONY, BAY
WINDOW,  OR SIMILAR ARCHITECTURAL PROJECTION)
OR AT THE PROPERTY LINE WICH EVER IS CLOSER,
TO THE HIGEST POINT  OF THE STRUCTURE,
PROJECTED HORIZONTALLY  TO DIRECTLY ABOVE
THIS LOWEST POINT OF GRADE, EXCEPT AS
SPECIFIED IN SECTION 113.0270 (a) (6) THE OVERALL
STRUCTURE HEIGHT  SHALL NOT EXCEED THE
MAXIMUM PERMITTED STRUCTURE HEIGHT OF THE
APPLICABLE ZONE PLUS  AN AMOUNT EQUAL TO
EITHER THE  MAXIMUM GRADE DIFFERENTIAL WITHIN
THE STRUCTURE'S FOOTPRINT  OR 10 FEET,
WICHEVER IS LESS. IN NO CASE MAY THE
STRUCTURE HEIGHT EXCEED THE MAXIMUM
ALLOWED  BY THE APPLICABLE ZONE AT ANY ONE
POINT MEASURED  PERSUANT TO SECTION 113.0270
(a) (3);  113.0270 (a) (7); STRUCTURE HEIGHT IS
MEASSURED SEPARATELY  FOR EACH STRUCTURE
THAT IS SEPARATED  FROM ANOTHER STRUCTURE
ON THE PREMISES  BY 6 FEET OR MORE.  103.030A (K)
MAXIMUM BUILDING HEIGHT: NO BUILDING OR
STRUCTURE  SHALL BE ERECTED,
CONSTRUCTED,ALTERED, MOVED OR ENLARGED TO
A GREATER HEIGHT  THAN THIRTY (30) FEET.
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ARCHITECT / DESIGNER II

OUTLINE OF EXISTING RESIDENCE
TO BE DEMOLISHED

APPROXIMATE LIMITS OF ARTIFICIAL FILL PER SOILS ENGINEER
GEOTECHNICAL INVESTIGATION REPORT PREPARED BY TERRA PACIFIC

CONSULTANT INC. DATED JANUARY 8 2016

EXISTING TO BE DEMOLISHED

WATER EASEMENT RECORDED MAY 19, 1969, FILE PAGE NO. 87884,
SERIES 10, BOOK 1969, O.R.

(E) RETAINING
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(N) RETAINING WALL

(N) RETAINING WALL

EXISTING RESIDENCE TO BE
DEMOLISHED

N32'02'19"W  30.08'
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2 KEY PLAN 1"   = 50'
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CONTRACTOR NOTE
CONTRACTOR SHALL VERIFY SITE CONDITIONS AND
DIMENSIONS PRIOR TO COMMENCEMENT OF WORK
NOTIFY ARCHITECT OF ANY DISCREPANCIES.

NEW RETAINING WALL

NEW FRAMING WALLS

(E) FRAMING WALLS

EXISTING WALLS TO BE DEMOLISHED

LEGEND

GENERAL NOTES
PROPOSED BUILDING HEIGHT PER SAN DIEGO
MUNICIAL CODE 113.0270 (a) (6); THE OVERALL
STRUCTURE HEIGHT IS MEASURED  FROM HE
LOWEST POINT OF EXISTING GRADE OR PROPOSED
GRADE WITHIN 5 FEET OF THE  STRUCTURE'S
PERIMETER (BUILDING WALL, BALCONY, BAY
WINDOW,  OR SIMILAR ARCHITECTURAL PROJECTION)
OR AT THE PROPERTY LINE WICH EVER IS CLOSER,
TO THE HIGEST POINT  OF THE STRUCTURE,
PROJECTED HORIZONTALLY  TO DIRECTLY ABOVE
THIS LOWEST POINT OF GRADE, EXCEPT AS
SPECIFIED IN SECTION 113.0270 (a) (6) THE OVERALL
STRUCTURE HEIGHT  SHALL NOT EXCEED THE
MAXIMUM PERMITTED STRUCTURE HEIGHT OF THE
APPLICABLE ZONE PLUS  AN AMOUNT EQUAL TO
EITHER THE  MAXIMUM GRADE DIFFERENTIAL WITHIN
THE STRUCTURE'S FOOTPRINT  OR 10 FEET,
WICHEVER IS LESS. IN NO CASE MAY THE
STRUCTURE HEIGHT EXCEED THE MAXIMUM
ALLOWED  BY THE APPLICABLE ZONE AT ANY ONE
POINT MEASURED  PERSUANT TO SECTION 113.0270
(a) (3);  113.0270 (a) (7); STRUCTURE HEIGHT IS
MEASSURED SEPARATELY  FOR EACH STRUCTURE
THAT IS SEPARATED  FROM ANOTHER STRUCTURE
ON THE PREMISES  BY 6 FEET OR MORE.  103.030A (K)
MAXIMUM BUILDING HEIGHT: NO BUILDING OR
STRUCTURE  SHALL BE ERECTED,
CONSTRUCTED,ALTERED, MOVED OR ENLARGED TO
A GREATER HEIGHT  THAN THIRTY (30) FEET.

EXISTING RETAINING WALLS

EXISTING GRADE

MAIN FLOOR AREA TO EXEMPT

MAIN FLOOR AREA TO FAR

NEW NOTES
01. SEE SHEET C-1 (GRADING & DRAINAGE) FOR ALL
EXISTING AND PROPOSED UTILITIES ON THE SITE OR
IN THE ADJACENT RIGHT OF WAY.
02. PROVIDE BUILDING ADDRESS NUMBER VISIBLE
AND LEGIBLE FROM THE STREET OR ROAD FRONTING
THE PROPERTY PER FHPS POLICY P-00-6.
03. NO EXISTING BUS STOP.
04. FIRE HYDRANTS WITHIN 315 FEET.
05. DECK NOTE: IGNITION-RESISTANT MATERIALS
THAT COMPLIES WITH THE PERFORMANCE
REQUIREMENTS OF BOTH SFM STANDARD 12-7A-4
ANS SFM STANDARD 12-7A-5.
06. AN EMRA WILL BE RQUIRED FOR THE NON-
STANDAR DRIVEWAY, LANDSCAPING, CRUSHED
ROCK, AND PAVERS WITHIN THE HILLSIDE DRIVE
RIGHT-OF-WAY.
07. THIS PROJECT WILL NOT DISCHARGE ANY
INCREASE IN STORM WATER RUN-OFF ONTO THE
EXISTING HILLSIDE AREA.
08. AT THE STORM WATER DISCHARGE LOCATION,
SUITABLE ENERGY DISSIPATERS ARE TO BE
INSTALLED TO REDUCE THE DISCHARGE TO NON-
ERODIBLE VELOCITIES.
09. NO ADDITIONAL RUN-OFF IS PROPOSED FOR THE
DISCHARGE LOCATION.
10. NO OBSTRUCTION INCLUDING SOLID WALLS IN
THE VISIBILITY AREA SHALL ESCEED 3 FEET IN
HEIGHT. PLANT MATERIAL, OTHER THAN TREES,
WITHIN THE PUBLIC RIGHT-OF-WAY THAT IS LOCATED
WITH VISIBILITY AREAS SHALL NOT EXCEED 24
INCHES IN HEIGHT, MEASURED FROM THE TOP OF
THE ADJACENT CURB.
11. PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL ENTER INTO
A MAINTANCE AGREEMENT FOR ONGOING
PERMANENT BMP MAINTENANCE, SATISFACTORY TO
THE CITY ENGINEER.
12. PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL
INCORPORATE ANY CONSTRUCTION BEST
MANAGEMENT PRACTICES NECESSARY TO COMPLY
WITH CHAPTER 14, ARTICLE 2, DIVICION 1 (GRADING
REGULATION) OF THE SAN DIEGO MUNICIPAL CODE,
INTO THE CONSTRUCTION PLANS OR SPECIFICATION.
13. PRIOR TO THE ISSUANCE OF ANY CONSTRUCTION
PERMIT, THE OWNER/PERMITTEE SHALL SUBMIT A
WATER POLLUTION CONTROL PLAN. THE WPCP
SHALL BE PREPARED IN ACCORDANCE WITH THE
GUIDELINES IN PART 2 CONSTRUCTION BMP
STANDARS CHAPTER 4 OF THE CITY'S STORM WATER
STANDARS.
14. ALL NEW RUNOFF TO BE DIRECTED AWAY FROM
THE STEEP HILLSIDE AND INTO A PUBLIC STORM
DRAIN OR ONTO A STREET DEVELOPED WITH A
GUTTER SYSTEM, SECTION 143.0142(f).
15. NO OBSTRUCTION INCLUDING SOLID WALLS IN
THE VISIBILITY AREA SHALL EXCEED 3 FEET IN
HEIGHT. PLANT MATERIAL, OTHER THAN TREES,
WITHIN THE PUBLIC RIGHT-OF-WAY THAT IS LOCATED
WITHIN VISIBILITY AREAS SHALL NOT EXCEED 24
INCHES IN HEIGHT, MEASURED FROM THE TOP OF
THE ADJACENT CURB.

FIRE NOTES
01. " All required hose pulls are shown to reach all portions
of the exterior of the building(s) per policy A-14-1. Hose pull
is measured from the fire apparatus (engine) when the fire
engine is in a fire access road/lane. Hose pull can be
measured from multiple locations within the access
road/lane. The hose pulls must connect or overlap to show
complete coverage. For a sprinklered building(s); the
maximum hose pull is 200'. For non-sprinklered building(s);
the maximum hose pull is 150'. Change in vertical elevation
must also be accounted for."
02.  "All existing and/or proposed fire hydrants within 600' of
the project site and a 300' radius overlay shall be shown to
encompass ALL portions of ALL structures as part of
submitted project. SD Ordinance 17927."
03. "Structures under construction, alteration or demolition
shall be provided with not less than one approved portable
fire extinguisher in accordance with Section 906 and sized
for not less than ordinary hazard (2A10BC) as follows: 1. At
each stairway on all floor levels where combustible materials
have accumulated. 2. In every storage and construction
shed. 3. Additional portable fire extinguishers shall be
provided where special hazards exist including, but not
limited to, the storage and use of flammable and
combustible liquids. CFC 3315."
04.  " ALL buildings and sites undergoing construction,
alteration, or demolition shall comply with the requirements
of Chapter 33 of the CFC."
05. " All new construction in the Very High Severity Fire
Zone is subject to brush managment requirements. Fire
mitigation is required if 100 ft. of defensible space can not
be provided; 35' of zone 1 and 65' of zone 2. Projects
subject to Fire mitigation are based on Landscaping review.
See Fire Department Policy B-18-01, sandiego.gov/fire,
services and programs, Brush Management and Weed
Abatement, Brush Mitigation Zones."
06.  "CFC 105.4.4 - Construction documents approved by
the Fire Code Official are approved with the intent that such
construction documents comply in all respects with the
CFC/CBC. Review and approval by the Fire Code Official
shall NOT relieve the applicant of the responsibility of
compliance with these codes."
07.  "New structures built after January 2008 shall comply
with CRC337/CBC7A. Additional mitigations may be
required based on final determination of Zone 1 and Zone 2
boundaries by Landscaping. IF there is less than 35' from
any portion of the Zone 1 boundary to the structure, then
additional mitigations shall apply."

N

1 SITE PLAN 1/8"   =    1'-0"

2 STORIES (N)

BUILDING YEAR: 1953
BASE ZONE : xxx
COMMUNITY PLAN : LA JOLLA
PLANED DISTRICT : LA JOLLA PLANED DISTRICT
MAX BUILDING HEIGHT: 30'-0" PER PROP-D
OVERALL BUILDING HEIGHT: 30'-0" PER SECTIONS
DENSITY: 1 RESIDENTIAL UNIT
FAR :
.20%

LANDSCAPING AREA : (E) 24,287.04 SF (N) 1,855.34 SF

7,091.74 / 34,735.72 
   
   

GEOLOGIC HAZARD CATEGORIES: 27
SPRINKLED: YES

BUILDING AREA :

BASEMENT FLOOR
MAIN FLOOR
GARAGE

3,675.38 s.f.
3,587.78 sf.
837.92 s.f.

Exemp 3,537.92
Exempt 1,186.00
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ELEVATIONS

indicate in draw

SAN DIEGO

6.30.2020

E.M.

2nd review - 5.19.2020
3rd review - 5.28.2020

KEY NOTESGENERAL NOTES

30' MAX  BUILDING HEIGHT

322' F.F.E.

332'-2" T.O. ROOF

336'-8" T.O. ROOF

320' F.F.E.

333'-7/8" T.O. ROOF

EXISTING GRADE

005 007 009005 001005009003008 004001 009 005009

PL

HIGHEST POINT

333' F.F.E.

320' F.F.E.

10
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335'-10" F.F.E.

10
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"
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30' MAX  BUILDING HEIGHT

005 005 001007 7 003 001 003 003005005 001005005 005 005001 003 005

PL
PL

PL

N

1 01 SOUTH 3/16" =    1'-0"

1 02 NORTH 3/16" =    1'-0"

001. EXTERIOR STUCCO - MICRO SAND FINISH, COLOR: DARK GRAY TBD
002. STANDING SEAM ROOF
003. TREATED WOOD
004. FLAT STONE CLADDING
005. EXTERIOR STUCCO - MICRO SAND FINISH, COLOR: WHITE TBD
006. GLASS RAILING
007. CONCRETE CLADDING TEXTURE TBD
008. GARAGE DOOR WITH TREATED WOOD COLOR TBD
009. WITHE GRANITE

1. REFERENCE POINTS: VERTICAL DIMENSIONS ARE TO TOP OF JOINTS AND REVEALS, U.O.N.
2. METAL FINISHES: ALL EXTERIOR STEEL AND MISCELLANEOUS METALS SHALL BE HOT DIP
GALVANIZED AND PAINTED, U.O.N.
3. INSULATION: PROVIDE THE FOLLOWING R-VALUES AT EXTERIOR WALLS AND ROOF
CONSTRUCTION SURROUNDING CONDITIONED SPACES IN THE BUILDING ENVELOPE U.O.N.,
ROOFS: R-30, WALLS: R-19, FLOOR OVERHANGS: R-19.
4. WEATHER-TIGHTNESS: ALL EXTERIOR JOINTS AND OPENINGS IN THE BUILDING ENVELOPE
THAT ARE OBSERVABLE SOURCES OF AIR LEAKAGE SHALL BE CAULKED, GASKETED,
WEATHER-STRIPPED, OR OTHERWISE SEALED.
5. PREMISES IDENTIFICATION: ADDRESS NUMERALS SHALL BE PLACED IN SUCH A POSITION AS
TO BE PLAINLY VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE PROPERTY.
NUMBERS SHALL CONTRAST WITH THEIR BACKGROUND. 12" HIGH NUMERALS WITH 11/2" WIDE
STROKE WIDTH U.N.O.
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ELEVATIONS

indicate in draw

SAN DIEGO

6.30.2020

E.M.

2nd review - 5.19.2020
3rd review - 5.28.2020

KEY NOTESGENERAL NOTES

295' F.F.E.

333' T.O. ROOF

320' F.F.E.

309'-10" F.F.E.

336'-5" T.O. ROOF

308'-4 7/8" F.F.E.

FARTHER CONSTRUCTION
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HIGHEST POINT
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'
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'

10
'

4'-
10

"
10
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5"

EXISTING GRADE

LOWEST POINT OF FINISHED &/OR
EXISTING GRADE WITHIN 5' OF BUILDING

001 003 003 005 006001

PL
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PL

30' MAX  BUILDING HEIGHT

5'

9"
30

'-1
"

309'-10" F.F.E.

323' F.F.E.

334'T.O. ROOF

305'-9 1/8" F.G.E.

4'-
1"

13
'-2

"
11

'
1'-

10
"

335'-10"T.O. ROOF

EXISTING GRADE

LOWEST POINT OF FINISHED &/OR
EXISTING GRADE WITHIN 5' OF BUILDING

005 005 005 005
FARTHER CONSTRUCTION

HIGHEST POINT

PL
PL

PL

N

1 03 WEST 3/16" =    1'-0"

1 04 EAST 3/16" =    1'-0"

1. REFERENCE POINTS: VERTICAL DIMENSIONS ARE TO TOP OF JOINTS AND REVEALS, U.O.N.
2. METAL FINISHES: ALL EXTERIOR STEEL AND MISCELLANEOUS METALS SHALL BE HOT DIP
GALVANIZED AND PAINTED, U.O.N.
3. INSULATION: PROVIDE THE FOLLOWING R-VALUES AT EXTERIOR WALLS AND ROOF
CONSTRUCTION SURROUNDING CONDITIONED SPACES IN THE BUILDING ENVELOPE U.O.N.,
ROOFS: R-30, WALLS: R-19, FLOOR OVERHANGS: R-19.
4. WEATHER-TIGHTNESS: ALL EXTERIOR JOINTS AND OPENINGS IN THE BUILDING ENVELOPE
THAT ARE OBSERVABLE SOURCES OF AIR LEAKAGE SHALL BE CAULKED, GASKETED,
WEATHER-STRIPPED, OR OTHERWISE SEALED.
5. PREMISES IDENTIFICATION: ADDRESS NUMERALS SHALL BE PLACED IN SUCH A POSITION AS
TO BE PLAINLY VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE PROPERTY.
NUMBERS SHALL CONTRAST WITH THEIR BACKGROUND. 12" HIGH NUMERALS WITH 11/2" WIDE
STROKE WIDTH U.N.O.

001. EXTERIOR STUCCO - MICRO SAND FINISH, COLOR: DARK GRAY TBD
002. STANDING SEAM ROOF
003. TREATED WOOD
004. FLAT STONE CLADDING
005. EXTERIOR STUCCO - MICRO SAND FINISH, COLOR: WHITE TBD
006. GLASS RAILING
007. CONCRETE CLADDING TEXTURE TBD
008. GARAGE DOOR WITH TREATED WOOD COLOR TBD
009. WITHE GRANITE


