
 

 

 
28 March 2022 
 
 
 
Peregrina Del Rosario Tadeo Rosales Job No. 12-10122 
Malba Corporate LLC. 
5646 Caminito Estima 
La Jolla, CA  92037 
c/o Jorge Turon 
 
 
Subject: Review of Geotechnical Documents 
  Malba LLC, Residential Project 
  2382 Via Capri Court 
  La Jolla, CA  92037 
 
Dear Ms. Rosales, 
 
In accordance with the request of your architect Mrs. Karina Diamond with Arken 
Design Studio on your behalf, we have reviewed the work performed by our firm and 
the geotechnical documents issued by our firm for the development of the residential 
property located at 2382 Via Capri Court in the La Jolla area of the City of San Diego.  
Our initial Report of Preliminary Geotechnical Investigation was issued on April 26, 
2012.  The report was followed by a total of 7 documents consisting of 2 LDR-Geology 
Cycle responses to the City of San Diego, 2 foundation reports, 1 soil settlement 
evaluation, and 2 addendum reports with the recent final reviewed addendum report 
dated October 8, 2019.  We note that the final review response letter included 
providing the “Notice of Geologic and Geotechnical Condition” recorded June 6, 2013, 
in the office of the County Recorder” as requested by the BDR-Geology reviewer.  We 
are including a copy of this document with this report as Appendix A. 
 
Based on review of our file and report, the geotechnical design criteria for site 
preparation and foundation design are still valid and would apply to the proposed 
new residence construction.  At the time that new building plans are provided for our 
review, we will provide adjusted estimated caisson depths as warranted. The caisson 
design criteria will remain the same as in our report of April 26, 2012. 
 
Seismic design criteria have changed since preparation of our April 26, 2012, and our 
July 17, 2018, reports and we herein provide the updated information as Appendix 
B. 
 



Malba LLC, Residential Project Job No. 12-10122 
La Jolla, California Page 2 

Should you have any questions regarding the information provided in this letter, 
please contact our office at (858) 549-7222.  Reference to our Job No. 12-10122 
will help expedite a response to your inquiry. 

Respectfully submitted, 

GEOTECHNICAL EXPLORATION, INC. 

_______________________________ _____ _________________________ 
Jaime A. Cerros, P.E. Leslie D. Reed, President 
R.C.E. 34422/G.E.2007 C.E.G. 999/ P.G. 3391
Senior Geotechnical Engineer

Cc: Jorge Turon 
 Karina Diamond w Arken Design Studio 



APPENDIX A 

Notice of Geologic and Geotechnical 
Condition 















APPENDIX B 

Updated Site Specific Seismic Design 
Parameters 



2382 Via Capri Court, La Jolla, CA 92037
Latitude, Longitude: 32.8456, -117.2533

Date 3/25/2022, 8:02:25 PM

Design Code Reference Document ASCE7-16

Risk Category II

Site Class D - Stiff Soil

Type Value Description
SS 1.423 MCER ground motion. (for 0.2 second period)

S1 0.497 MCER ground motion. (for 1.0s period)

SMS 1.423 Site-modified spectral acceleration value

SM1 null -See Section 11.4.8 Site-modified spectral acceleration value

SDS 0.948 Numeric seismic design value at 0.2 second SA

SD1 null -See Section 11.4.8 Numeric seismic design value at 1.0 second SA

Type Value Description
SDC null -See Section 11.4.8 Seismic design category

Fa 1 Site amplification factor at 0.2 second

Fv null -See Section 11.4.8 Site amplification factor at 1.0 second

PGA 0.651 MCEG peak ground acceleration

FPGA 1.1 Site amplification factor at PGA

PGAM 0.716 Site modified peak ground acceleration

TL 8 Long-period transition period in seconds

SsRT 1.423 Probabilistic risk-targeted ground motion. (0.2 second)

SsUH 1.645 Factored uniform-hazard (2% probability of exceedance in 50 years) spectral acceleration

SsD 2.266 Factored deterministic acceleration value. (0.2 second)

S1RT 0.497 Probabilistic risk-targeted ground motion. (1.0 second)

S1UH 0.561 Factored uniform-hazard (2% probability of exceedance in 50 years) spectral acceleration.

S1D 0.798 Factored deterministic acceleration value. (1.0 second)

PGAd 0.94 Factored deterministic acceleration value. (Peak Ground Acceleration)

CRS 0.865 Mapped value of the risk coefficient at short periods

CR1 0.886 Mapped value of the risk coefficient at a period of 1 s

D

1.803

0.896

0.597




